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Product # RIDGID® Part # Description Pipe Capacity (mm) Weight (kg)

1440086 31090 10” aluminium straight pipe wrench 40 0.4

1440087 47057 12” aluminium straight pipe wrench 50 1

1440091 31095 14” aluminium straight pipe wrench 50 1.1

1440006 31100 18” aluminium straight pipe wrench 65 1.7

1440101 31105 24” aluminium straight pipe wrench 80 2.7

1440106 31110 36” aluminium straight pipe wrench 127 5.0

1440111 31115 48” aluminium straight pipe wrench 152 8.4

PIPE WRENCHES

We stock replacement parts, such 
as hooks, heels, pins and jaws

\ PIPE WRENCHES

Product # RIDGID® Part # Description Pipe Capacity (mm) Weight (kg)

1440026 31000 6” heavy-duty straight pipe wrench 19 0.2

1440031 31015 12” heavy-duty straight pipe wrench 51 1.2

1440036 31025 18” heavy-duty straight pipe wrench 65 2.6

1440041 31030 24” heavy-duty straight pipe wrench 80 4.4

1440046 31035 36” heavy-duty straight pipe wrench 127 8.7

1440051 31040 48” heavy-duty straight pipe wrench 152 15.6

1440056 31045 60” heavy-duty straight pipe wrench 203 23.3

The best-selling pipe wrench in the world, RIDGID® wrenches 
have quality and durability built into the wrench. 

All items listed are the most common options.  
Other sizes can be sourced.

RIDGID® HEAVY DUTY STRAIGHT PIPE WRENCHES
RIDGID® Heavy Duty Pipe Wrenches have a sturdy cast-iron housing 
and I-beam handle with full floating forged hook jaw, featuring self 
cleaning threads with replacable hook and heel jaws.

Most wrench types also available in aluminium, offering the 
same durability and ease of use, with less weight.

RIDGID® ALUMINIUM STRAIGHT PIPE WRENCHES
RIDGID® Aluminium Pipe Wrenches have the same quality as the Heavy Duty Pipe 
Wrench and are nearly 40% lighter than comparable cast-iron models of the same size.
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PIPE WRENCHES

RIDGID® STRAP WRENCHES
RIDGID® Strap Wrenches are best for any polished 
pipe. Strong, woven nylon strap gives tight grip.

Product # RIDGID® 
Part # Description Strap Length 

(mm)
Strap Width 

(mm)
Pipe Capacity 

(mm)
Actual O.D. 

Capacity (mm)
Weight 

(kg)
Replacement 

Strap

1440176 31340 12” Aluminium strap wrench 485 30 50 90 0.5 32015

1440186 31360 18” Aluminium strap wrench 750 45 127 178 0.9 32050

Product # RIDGID® Part # Description Pipe Capacity (mm) Weight (kg)

1440436 90117 14” aluminium end pipe wrench 50 0.9

1440066 31070 14” end pipe wrench 50 1.6

1440441 90122 18” aluminium end pipe wrench 65 1.4

1440071 31075 18” end pipe wrench 65 2.6

1440446 90127 24” aluminium end pipe wrench 80 2.2

1440076 31080 24” end pipe wrench 80 4.4

1440081 31085 36” end pipe wrench 127 8.7

Product # RIDGID® Part # Description Pipe Capacity (mm) Weight (kg)

1440141 31305 9 1/2” offset hex wrench 29-67 0.6

RIDGID® OFFSET HEX PIPE WRENCHES

Size Description Product #

14” Hook 1440092

14” Heel jaw + pin 1440093

18” Hook 1440206

18” Heel jaw + pin 1440211

18” Nut 1440216

18” Coil & flat spring assembly 1440472

24” Hook 1440221

24” Heel jaw + pin 1440226

24” Nut 1440236

24” Coil & flat spring assembly 1440231

36” Hook 1440241

RIDGID® SPARE PARTS
Size Description Product #

36” Heel jaw + pin 1440246

36” Nut 1440256

36” Coil & flat spring assembly 1440251

48” Hook 1440261

48” Heel jaw + pin 1440266

48” Nut 1440276

48” Coil & flat spring assembly 1440271

60” Hook + top jaw 1440281

60” Heel jaw + pin 1440286

60” Nut 1440296

60” Coil & flat spring assembly 1440291

\ PIPE WRENCHES

RIDGID® STEEL END PIPE WRENCHES
The RIDGID® Steel End Pipe Wrench has a jaw opening parallel to the handle 
and a narrower hook jaw head providing easy entry into tight spots.


